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SNAKECLOU NYLON RENFORCÉ

FICHE TECHNIQUE V2 - 22/01/2015

béton

brique

pierre

MATÉRIAUX

Matière : Nylon renforcé 

Avantages:
• Pose facile par simple frappe sur tête de clou applatie
• Non conducteur (chaleur & électricité)
• Anti-corrosion :Absence de corrosion atmosphérique 
et chimique. Excellente résistance aux solvants
organiques et aux solutions aqueuses.
•  Économique par rapport à une cheville à frapper avec 
clou inox
• Haute résistance - 40°C à +100°C
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DIMENSIONS

CONDITIONNEMENT

S E R V I C E  T E C H N I Q U E
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Référence Ø  L Qte Boîte
mm mm

SNAKE 5 5 30  200

SNAKE 6 6 40 100

200pcs 100pcs 



FEATURES

INSTALLATION

APPLICATION EXAMPLE

RECOMMENDED LOADS

 

SNAKEREINFORCED NYLON NAIL

V2 - 22/01/2015

concrete

solid brick

stone

MATERIAL

Material: Reinforced nylon

Advantages:
• Easy setting by hitting the head
• Non conductive (heat & electricity)
• Stainless: no chemical or air corrosion. Organic solvents 
   and water-based solutions tolerant.
• Cheaper than a hammer fixing with stainless steel nail.
• High tempreture - 40°C to +100°C
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DIMENSIONS & APPLICATION DATAS

PACKAGING

S E R V I C E  T E C H N I Q U E
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Reference Ø  L Qty/box
mm mm

SNAKE 5 5 30  200

SNAKE 6 6 40 100

200pcs 100pcs 


